
Assembly advice for water meter shaft

Preparing Activities and placing the shaft
Before application, the water meter shaft has to be checked for damages or impurity.  A damaged 
shaft or a damaged component cannot be used.  
The water meter shaft is delivered ready to use and can be placed in the prepared trench. The 
trench bottom must be flattened as planned and pre-sealed, so that the shaft stands vertical and 
even. While placing, please mind the flow direction of water. 

Connection of conduits
The water-bearing pipelines have to be placed directly to the shaft outside. Thus no further  thread 
connections are necessary. The BEULCO water meter shaft can be connected comfortably via diffe-
rent PE pipe connectors. Among others, welded, plug-in or compression connections are possible. 
Suitable connection sets are available as accessories (see page 11). Before connecting the shaft, 
ensure that the pipeline is flushed and no substances can get into the system.

Filling the trench 
After successful leak testing of the conduits und the connection, the tranch can be filled. Ensure, 
that the trench is filled in layers and that the filling process happens very even in order to guarantee 
a safe sealing. 

The concrete seat is necessary for the B123 rectangular cover and is recommended for the other  
covers. If it is necessary to prevent  the penetration of roots or insects into the shaft, it is possible 
to use a layer of geotextile beneath the basic module.  

end layer
(e.g. pavement)

all round concrete foundation
strangth class B10

percolation capable
material - mix 0/20

sand



Installation during temporary ground level 
Particularly with new buildings it is a challenge to adjust the water meter shaft to the later and final 
ground level. Often, the final surface layout and the height of the water meter installation is not 
certain.
The BEULCO water meter shaft offers support with simple means. As a temporary solution, you 
can place the shaft at the designated position. Let the completing module and cover on the lowest 
level and fill the trench as described. During later work on the ground surface (e.g. subsequent pave 
work), the module can easily be revealed and adjusted to the final ground level. Only then you build 
the concrete foundation all around the flexible shaft module and refill the upper section.

Startup operations and installation of water meter 
Before installing the water meter, flushing the circuits is necessary. Please use the delivered briding 
pipe for that purpose. The bridging pipe serves as a placeholder for the water meter and for testing 
the pressure in the installation. Do not use the bridging pipe for continuous operation. After the 
conduits are flushed successfully, the bridging pipe has to be removed and replaced by the water 
meter. Because of the heightened position of the water meter, the use of wireless or smartmeters is 
possible without problems. A contact with water that might be on the shaft ground is not possible 
due to the open construction.
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